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MAGELLANO 60 (FROM HULL 052)
General plans (the imagine is to be considered as indicative only)
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Dimensional diagram (figure shown for indicative purposes)



TECHNICAL SPECIFICATIONS MAGELLANO 60
(FROM HULL 052)

13

Dimensions and weights

(AA) Maximum length (L max

ISO 8666)
(stern platform, pulpit over-
hang and rub-rails included)

18.470 m
(60’ 7”)

(A) Hull length LH ISO 8666
(net GRP, excluding stern
platform)

16.820 m
(55’ 2”)

Waterline length LWL

(with full load)
15.983 m
(52’ 5”)

(B) Maximum beam (BMAX

ISO 8666)
5.150 m
(16’ 11”)

(C) Keel draught (Tkeel ISO
8666)
(with full load)

1,020 mm
(40.16 in)

Maximum draught (TMAX ISO
8666)
(at the propellers)

1,363 mm
(53.66 in)

(D) Hull height HA ISO 8666
(from waterline to radar
arch)

5,865 mm
(230.91 in)

(E) Height Hmast

(from radar arch to light
mast)

1,455 mm
(57.28 in)

(F) Height Hscreen

(from waterline to flybridge
screen)

4,756 mm
(187.24 in)

Maximum load
recommended by the
manufacturer
((Max. no. people on board x
75 kg) + (Max. no. people on
board x 30 kg baggage))

1,260 kg
(2,777.8 lb)

Loaded displacement
mLDC ISO 8666
(boat mass with full tanks +
max. no. of crew members
and personal equipment +
life raft, with tender)

34.92 t
(34.368 tn l.)

Light displacement mLCC

(boat mass with empty
tanks without crew and
equipment)

27.24 t
(26.81 tn l.)

Tank capacity

Diesel tank capacity: 3,650 l
(964.2 US.
liq.gal.)

Fresh water tank capacity: 740 l
(195.5 US.
liq.gal.)

Black water tank capacity: 350 l (92.5 US.
liq.gal.)

Gray water tank capacity: 250 l (66 US.
liq.gal.)

Total capacity of tanks 4,990 l
(1,318.2 US.
liq.gal.)

Layout and structure

Cabins 3 + 1 crew
cabin

Beds 6 +1 crew
cabin

Heads 3 + 1 crew
cabin

Material GRP

Hull Deadrise 15°
aft and 21°
amidship

Hull designer Profjord - Az-
imut R&D

Exterior styling Ken Freivokh

Interior decorator Style Dept.
Azimut MC

Approval category and capacity

Type approval category CE B

Maximum capacity 12 people

Performance

Maximum speed (*) 26 kn

Cruising speed (*) 18 kn

Cruising speed LONG RANGE
(*)

9 kn
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Maximum speed consump-
tion (*)

292 l/h (77.14
US.liq.gal./h)

Cruising speed consumption
(*)

160 l/h (42.27
US.liq.gal./h)

Fuel consumption at cruis-
ing speed LONG RANGE (*)

29 l/h (7.66
US.liq.gal./h)

Range at maximum speed
(*) (including 10% for fuel
that cannot be pumped)

293 nmi

Range at cruising speed
(*) (excluding 10% for fuel
that cannot be pumped)

370 nmi

Range at cruising speed
LONG RANGE
(*) (including 10% for fuel
that cannot be pumped)

1020 nmi

N.B.
(*) All performance specified in the table
above applies to a standard configuration
boat (standard equipment installed exclud-
ing tender, jet ski, etc.) with clean hull,
propellers, and rudders.
Furthermore, the performance data
indicated above have been defined under
good sea and wind conditions (Beaufort
Scale level 1, Douglas Scale level 1, ambient
T<25°C, seawater T=15°C, atmospheric
P=1013,25 hPa) with n.3 people on board,
25% fuel, and fresh+gray+black water
tanks empty.
Different or harsher sea conditions may
significantly affect performance.
In case of simultaneous presence of the gy-
roscopic stabilizer and hard-top optionals,
the estimated reduction of the maximum
speed is 1 Kn.

GRP frame

MATERIAL

CARBON
FIBER

FIBER-
GLASS

HULL X

DECK X

DECKHOUSE X

FLYBRIDGE X X

HARD TOP X

TYPE OF RESIN

VINYL ESTER

HULL SKIN COAT X

HULL CORE CON-
STRUCTION

X

DECK SKIN COAT X

DECK CORE CON-
STRUCTION

X

DECKHOUSE SKIN
COAT

X

DECKHOUSE LAMI-
NATION

X

FLYBRIDGE SKIN
COAT

X

FLYBRIDGE CORE
CONSTRUCTION

X

TRAYS X

Propulsion

Main engines

Quantity Two
6-cylinder
engines

Manufacturer MAN

Model i6 - 730 hp

Max. power 2 x 537 kW
(730 hp)
@2300 rpm
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Marine gears

Manufacturer ZF

Model 325IV

Reduction ratio 2,417:1

Propellers

Quantity Two

Type Four blades

Shafts

Quantity Two

Material DUPLEX F51

Diameter 65 mm (ap-
prox. 2" 1/2)

Length 3,080 mm
(121.26 in)

Angle 7.5 °

Distance between centers 1,800 mm
(70.87 in)

Shaft support

Material Shafts and
rudder
supports
in bronze-
manganese
alloy (OTS)

Stern tubes PSS type A,
Ø65 mm (2"
1/2)

Rudders

Material STEEL
TA60550/24
T-P

Surface designed to
ensure easy
steering

Bow thruster

Power supply 24 V

Power 8 kW

Flybridge

● Access via flybridge ladder in GRP, with
teak steps

● Anti-slip treatment on flybridge flooring

● Aluminum hatchway (hinged opening in
plex)

● Front flybridge screen in smokey Plexi-
glas and black painted stainless steel

● "C"-shaped sofa for six people on port
side, with teak table

● Sunbed area, port side, fore

● Cabinet on port side with fridge

● GRP aerial support mast

● Flag pole

● Adjustable electric spotlight

● Black painted stainless steel handrails

● Helm seat with pedestal and horizontal
adjustment

● Steering wheel in teak

● The wheelhouse equipment includes:
- Raymarine Bronze Package
- Engine display
- Thruster control
- Rudder
- Easy Docking joystick
- Chain meter counter
- Engine levers
- Panel with main control switches
- adjustable spotlight command
- VHF

N.B.
Electronic navigation instruments: see rel-
evant paragraph.
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Bow / walk arounds

● Anchor chain housing

● 40 kg (88.2 lb) anchor with chain L 85 m
(278' 10"), Ø 12 mm (0.47 in), on bow
roller

● 2000 W, 24 V winch with 12 mm (0.47 in
) gipsy

● Mooring winches (one per side)

● Pulpit

● Two bow cleats

● Two electric windscreen wipers / wind-
shield washers

● "Slim" PVC rub-rail with knurled stainless
steel section

● GRP walk arounds with non-slip treat-
ment

● Anchor locker

● Flat windows in toughened glass re-
cessed in the GRP (smokey finish)

● Bow sunbed area with flap and cushions

● Satin finish table

● Seating area with cushions

● Navigation lights

● Side wording

● Two refueling plugs with protection
cover

● One fresh water filling on starboard side
(anchor locker area)

● One black water outlet on port side

● Side hatches

● Bow lockers

Cockpit / platform

● Aft stainless steel chocks

● Two stern cleats

● Saloon access door with two panels with
stainless steel frame painted black, tem-
pered glass and built-in window on gal-
ley side. Hinged door closure on star-
board side. The built-in window is of
the automatic vertical sliding type, with
electric control.

● Fixed teak table in cockpit

● Crew cabin access door (optional) from
the transom

● Swimming ladder in stainless steel and
teak that can be opened under the hatch

● Shore power socket(s)

● Shower

● Cockpit in teak

● Teak platform

● Cockpit bench lockers

● Cockpit lights with dimmer

● INSTALLABLE TENDER (OPT):
- MAXIMUM DIMENSIONS OF TENDER -
PLATFORM: 3.35 x 1.67 m (10'11'' x 5'5'')
- MAXIMUM INSTALLABLE LIFT LOAD:
640 kg (1410.94 lb)
(the value shown above considers 265
kg (584.21 lb) for operators, accessories
and any water toys)
- RECOMMENDED TENDER -
PLATFORM: Pirelli J33

Wheelhouse

● Adjustable helm seat for one person

● Fixed wheelhouse

● Manually openable wheelhouse window

● The wheelhouse equipment includes:
- Raymarine Bronze Package
- Compass
- Engine display
- Engine starting buttons
- Thruster control
- Easy Docking joystick
- Rudder
- Engine levers
- Panel with main control switches
- VHF

N.B.
Electronic navigation instruments: see rel-
evant paragraph.
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Saloon / Dinette / Galley

Saloon
● Sofa for six people on port side

● Carpet

● LED lighting

● Saloon door curtain in fabric

● Roman-type curtains in fabric

● Stereo system with two loudspeakers

● Provision for TV system

Dinette
● Dining zone with two opposed sofas

● Carpet

● LED lighting

● Table with fixed plane

Galley
● Ceramic glass four-hob range, 50/60 Hz

● Microwave oven + grill + steam (20 l (0.71
cu.ft))

● HPL laminate worktop

● Hood above the range

● 176 l (6.21 cu.ft) fridge, 44 l (1.55 cu.ft)
freezer

● Laminated floor

Owner’s cabin

● Located midship

● Double bed with locker accessed from
above

● Mattress, pillows and bedspread

● Wardrobes on bulwark

● Chest of drawers on port bulwark

● Two seater sofa on starboard bulwark

● Mirrors on wardrobe panels

● Two bedside tables

● Carpet

● Wooden Venetian blinds

● Lacquered doors and frames

● Direct access to owner's head

● Reading spotlights

● Suitable for TV installation

● Large hull windows with built-in port-
light

Owner's head

● Access from owner's cabin

● Separate shower

● Shower column with soap dish and
blenders

● Semi-recessed washbasin

● HPL laminated top

● Laminate flooring

● TECMA toilet

● Round portlight

● Wooden Venetian blinds

● Head accessories

● Mirror

● Air extractor

Guest cabin

● Located on starboard side

● Fixed single beds

● Central bedside table

● Wardrobe on bulwark

● Mirror inside wardrobe panel

● Carpet

● Wooden Venetian blinds

● Fix window with openable round port-
light

● Reading light

● Lacquered doors and frames

● Mirror inside the wardrobe

Guest / daily head

● Access from corridor

● Shower with panel

● Shower column and blender

● Semi-recessed washbasin

● HPL laminated top

● Round portlight
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● Laminate flooring

● TECMA toilet

● Roller-type curtains

● Head accessories

● Wall unit above washbasin with mirror

VIP cabin

● Located at the bow, it is accessed via the
central corridor

● Openable double bed

● Mattress, pillows and bedspread

● Wall units

● One wardrobe on starboard side

● Mirror on wardrobe panel

● Two bedside tables

● Suitable for TV installation

● Panoramic windows with openable port-
lights

● Wooden Venetian blinds

● Hatchway

● Reading lights

● Lacquered doors and frames

● Direct access to head

VIP head

● Access from VIP cabin

● Shower with panel

● Shower column and blender

● Semi-recessed washbasin

● Round portlight

● Laminate flooring

● TECMA toilet

● Roller-type curtains

● Head accessories

● Wall unit above washbasin with mirror

Corridor

● Fabric and wooden wall upholstery

● Carpeted floor

● Mirror

● Storage compartment under the stairs

● Cabinet for OPT washing/drying
machine

● LED lighting

Crew room (OPT)

Crew cabin
● Access from transom, via manually

moved door

● One single tip-up bed

● Mattress, pillows, quilt

● LED spotlights

● Laminated furniture

Crew head
● TECMA toilet

● Sink

● Mixer tap

● Head accessories

● Shower curtain

● Shower column with mixer tap

● Mirror

Electric system

Voltage levels on board
● 230 V AC systems, 50 Hz

● 24 V DC systems power supply

● 24 V DC motor systems power supply

● 24 V DC from battery sets

● 12 V DC through voltage reducer

● specific power supply for VHF

Galvanic current insulation
● Zinc anodes

Generator
● 22 kW -50 Hz generator

Shore power sockets
● One shore power socket 230 V - 50 A
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Batteries
● Six batteries for service utilities 90 Ah -

24 V - 270 Ah

● Four batteries for engine start-up 90 Ah
- 24 V - 180 Ah

● One battery for generator 70 Ah - 12 V

● All the sets are controlled via battery cut-
out switches

Battery charging
● One electronic battery charger 24 V - 80

A for start-up and service sets

● One electronic battery charger 12 V - 10
A for generator

Electric panels
● Three DC main electric panels: two in

engine room, one in saloon

● Two AC electric panels: one in saloon,
one in engine room

● Emergency panel in cockpit (with boat
cut-off controls)

● Power circuit breakers with fuses for
protecting the utilities

Lighting
● LED spotlights

Electronic instruments

● For a detailed list of alterna-
tive/additional equipment available,
please refer to the Optionals price list

N.B.
The electronics are constantly being up-
dated, therefore the indicated configura-
tion may be subject to changes.

Bilge system

● Four 24 V electric automatic pumps, ca-
pacity 120 l/min (31.70 US.liq.gal./min),
with manual control possibility, posi-
tioned as follows: one in the owner's
cabin, two in the engine room, one in
the crew cabin (if present, otherwise in
the same positioned in the service com-
partment). Each pump has a double
high-level switch connected to an opti-
cal/acoustic alarm in the wheelhouse.
Three electric pumps with exclusively au-
tomatic activation positioned as follows:
two near the transom and one in the
owner's cabin.

● Two manual pumps - flow rate 49
l/min (12.94 US.liq.gal./min) - which
suck from the three watertight
compartments through a flow deviator:
- one located in the cockpit, which sucks
from crew cabin (if present, alternatively
in the same position in the service com-
partment) and in the engine room;
- one located in the guest / daily head
which sucks from the owner's cabin.

● Emergency system for engine room bilge
drainage via derivation from engine cool-
ing pump.

Fire extinguishing system

● One dry chemical cylinder in the engine
room

● Emergency activation pull handle in
cockpit

Fuel system

● Two tanks, 1825 l (482.11 US.liq.gal.)
each, total capacity 3650 l (964.22
US.liq.gal.), in aluminum

● Refueling plugs with cover

● Two refueling plugs on deck walk
arounds, and two vents on bulwark



TECHNICAL SPECIFICATIONS MAGELLANO 60
(FROM HULL 052)

20

● Tanks linked by a 1” coupling, and man-
ual check valves

● Optical level gage on port tank

● Status level gage on starboard tank

● Fuel delivery shut-off via 1” 24 V solenoid
valves with remote control, or local man-
ual valves

● Water/diesel separators for double type
engines

● Diesel filter for generator (single type)

Fresh water system

● One 740 l (185 US.liq.gal.) polypropylene
tank

● One water fill cap on starboard walk
around and two vents, one on each bul-
wark

● Shore water intake

● Pressure pump

● One 60-liter (15.84 US. liq.gal.) water
heater with 230 V (or 110 V) electric
heating

● System that can be isolated by ACORN
manifolds

● Hot and cold water line in the galley and
all the heads, via single control mixers

● Cold water line in engine room, on fly-
bridge, and on stern platform

● Designed for installation of a desalinator

Black water system

● TECMA toilet

● Toilet flushing system with fresh water

● Black water outlets

● Macerator pump

● Discharge into tank

● One 350 l (92 US.liq.gal.) polyethylene
tank

● Tank drainage also via suction point on
deck walk around

Gray water system

● One 250 l (66 US.liq.gal.) polyethylene
tank

● Head discharge into tank

● Galley discharge into tank

● 24 V loading pump, of the membrane
type with control in the wheelhouse

● Gray water tank washing system

Engine gas exhaust system

● Two engine underwater exhausts with
GRP structural ducts

● Minimum bypass on bulwark

● Stainless steel manifolds (insulated)

Seawater system

● Two 3" engine seawater intakes, with
shut-off valve and metal mesh filter

● Two seawater intakes, 1” for auxiliary
services (generator and A/C), with shut-
off valve and metal mesh filter

Ventilation/extraction

● Two air intakes with separator filters

● Two 24 V extractors

Engine room

● Access from cockpit

● Engines assembled on a silent block

● Sound-proofing

Other systems

● One electric steering system

● Trim tabs: interceptor Humphree with
system control panel on the dashboard.
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Air conditioning system

● CONDARIA type - 230 V - 50 Hz

● World version 72,000 BTU (+ 6200 BTU
for crew cabin, OPT):
- One compressor, 72,000 Btu (with in-
verter)

Equipment

● One telescopic boat hook

● Five mooring lines

● Fender lines: 24 m (78' 9")

● One anchor chain stopper

● Eight fenders

● eight black fender covers

● Net window covers

● One Owner's manual

● One AZIMUT document folder

● One AZIMUT warranty service booklet

● One set of stainless steel cutlery

● One set of porcelain plates

● One set of glasses

● Four floating key rings

● One large bag with logo for manuals

● One remote control holder with logo

● One shower pipe storage bag

● One stainless steel scheduled mainte-
nance kit

● One pin wrench for locking stainless
steel pins
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Performance / consumption chart
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NB

The contents of this document are for informa-
tional purposes only and do not constitute an
opinion or guarantee regarding the characteris-
tics of the pleasure craft described herein.
Azimut|Benetti S.p.A. therefore does not guar-
antee the accuracy, completeness or updating
of the information and specifications contained
in this document and, in particular, declares
that certain details and technical specifications
described herein may differ for the models avail-
able.
Therefore, Azimut|Benetti S.p.A. does not make
any guarantee regarding the use of the content,
details, specifications or information contained
in this document in terms of correctness, accu-
racy, adequacy, utility, timeliness, reliability, in
any case, within the limits established by law.



Page intentionally left blank

TECHNICAL SPECIFICATIONS MAGELLANO 60
(FROM HULL 052)

24




	Tech_Spec_Mag60_ENU_20250901.pdf
	 
	MAGELLANO 60 (FROM HULL 052)
	General plans (the imagine is to be considered as indicative only)
	Dimensional diagram (figure shown for indicative purposes)
	Dimensions and weights
	GRP frame
	Propulsion
	Flybridge
	Bow / walk arounds
	Cockpit / platform
	Wheelhouse
	Saloon / Dinette / Galley
	Owner’s cabin
	Owner's head
	Guest cabin
	Guest / daily head
	VIP cabin
	VIP head
	Corridor
	Crew room (OPT)
	Electric system
	Electronic instruments
	Bilge system
	Fire extinguishing system
	Fuel system
	Fresh water system
	Black water system
	Gray water system
	Engine gas exhaust system
	Seawater system
	Ventilation/extraction
	Engine room
	Other systems
	Air conditioning system
	Equipment
	Performance / consumption chart
	NB






